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SETUP OPERATION HAZARDS

Turn the main power switch on.  

Turn the overtermperature control 

CLOCKWISE to the maximum 

setting.
1

B

Set the main temperature control 

by pressing up or down Once.  

While blinking, use up or down to 

set.

C

Once the main termperture has 

stabilized, the the 

overtemperature control 

counterclockwise until the safety 

light comes on.

D

Next, turn the overtemperature 

control CLOCKWISE until the 

light goes out, and 2 divisions 

more.
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E

Install the sample tray.  

Shake the tray by the 

handles to confirm it is 

firmly in place.

Set the oscillation control in the 

same manner as the main 

terperature, between 30 and 400 

RPM.
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Install the sample tray per 

the instructionsB

Ensure the door is shut and 

the latch is closedC

Adjust the main temperature, 

overtemperature and oscillation 

as per the setup.
D

Upon completion, turn unit 

power off and return dials 

to their original settings.
E

Place samples in the 

sample tray.  Ensure they 

are properly seated.A
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ELECTRICAL HAZARD
This equipment contains liquid 

near electrical connections.

Remove samples 

wearing proper PPE as 

neccesary.
F

A 7

For additional help contact the Lab 

Space Manager

HEAT HAZARD
This equipment produces heat 

may cause burns.

PINCH HAZARD
This equipment has a door and 

moving parts within the cabinet that 

may pinch body parts or clothing.

Chemical Hazard
Because chemicals are being 

placed in this unit, chemical 

hazards are present.

Fire Hazard
Improper use of this unit may cause 

a fire hazard.

PREVENTION
EYE PROTECTION

Wear safety glasses while operating.

PROTECTIVE GLOVES
Wear appropriate gloves for heat and 

chemical usage.

NON-SLIP, CLOSED SHOES
Wear non-slip, closed shoes to avoid 

spills.

READ MANUAL
Become familiar with this guide 

before operating.
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